
Conventional electronic application module

85141173

Push button 1-gang for light control

Description P.U. Cat ref.

HBNet Taste1k Licht K5 E-STAHL 1 85141173
HBNet Taste1k Licht K1 ANTH MATT 1 85141175
AM PushButton 1g (lighting) K5 ALU 1 85141177
HBNet Taste1k Licht K1 P-W GLÄ 1 85141179

85142173

Push button 2-gang for light control

Description P.U. Cat ref.

HBNet Taste 2k Licht K5 E-STAHL 1 85142173
HBNet Taste 2k Licht K1 ANTH MATT 1 85142175
AM PushButton 2g (lighting) K5 ALU 1 85142177
HBNet Taste 2k Licht K1 P-W GLÄ 1 85142179

85341173

Motion detector (1.1 m)

Description P.U. Cat ref.

HBNet WÄCH STANDARD 1,1m K5 E-STAHL 1 85341173
HBNet WÄCH STANDARD 1,1m K1 ANTH MATT 1 85341175
AM PIR Motion Detector Standard (1,1 m) 1 85341177
HBNet WÄCH STANDARD 1,1m K1 P-W GLÄ 1 85341179

85342173

Motion detector (2.2 m)

Description P.U. Cat ref.

HBNet WÄCH STAND 2,2 M K5 E-STAHL 1 85342173
HBNet WÄCH STAND 2,2 M K1 ANTH MATT 1 85342175
AM PIR Motion Detector Standard (2,2 m) 1 85342177
HBNet WÄCH STAND 2,2 M K1 P-W GLÄ 1 85342179

85341273

Motion detector comfort (1.1 m)

Description P.U. Cat ref.

IR motion det. comf 1.1m K.5 stainl. st. 1 85341273
IR motion det. comf 1.1m K.1 anthra. 1 85341275
AM PIR Motion Detector Comfort (1,1 m) w 1 85341277
IR motion det. comf 1.1m K.1 polar wh. 1 85341279

Data is subject to errors and technical modifications. Prices are trade price, exclusive of VAT. Date: 29.11.2019 Path: Wiring
accessories European Standards > Berker K.1 / K.5 > Conventional electronic application module

1/2

https://www.hager.com.tr/?artnr=85141173&lang=en
https://www.hager.com.tr/?artnr=85141175&lang=en
https://www.hager.com.tr/?artnr=85141177&lang=en
https://www.hager.com.tr/?artnr=85141179&lang=en
https://www.hager.com.tr/?artnr=85142173&lang=en
https://www.hager.com.tr/?artnr=85142175&lang=en
https://www.hager.com.tr/?artnr=85142177&lang=en
https://www.hager.com.tr/?artnr=85142179&lang=en
https://www.hager.com.tr/?artnr=85341173&lang=en
https://www.hager.com.tr/?artnr=85341175&lang=en
https://www.hager.com.tr/?artnr=85341177&lang=en
https://www.hager.com.tr/?artnr=85341179&lang=en
https://www.hager.com.tr/?artnr=85342173&lang=en
https://www.hager.com.tr/?artnr=85342175&lang=en
https://www.hager.com.tr/?artnr=85342177&lang=en
https://www.hager.com.tr/?artnr=85342179&lang=en
https://www.hager.com.tr/?artnr=85341273&lang=en
https://www.hager.com.tr/?artnr=85341275&lang=en
https://www.hager.com.tr/?artnr=85341277&lang=en
https://www.hager.com.tr/?artnr=85341279&lang=en


Conventional electronic application module

85342273

Motion detector comfort (2.2 m)

Description P.U. Cat ref.

IR motion det. comf 2.2m K.5 stainl. st. 1 85342273
IR motion det. comf 2.2m K.1 anthra. 1 85342275
AM PIR Motion Detector Comfort (2,2 m) w 1 85342277
IR motion det. comf 2.2m K.1 polar wh. 1 85342279

85741173

Blind time switch

Description P.U. Cat ref.

HBNet ZSU JAL K5 E-STAHL 1 85741173
HBNet ZSU JAL K1 ANTH MATT 1 85741175
AM Timer Shutter 1 85741177
HBNet ZSU JAL K1 P-W GLÄ 1 85741179

85241173

Push button for blind control

Description P.U. Cat ref.

HBNet TA 1k JAL K5 E-STAHL 1 85241173
HBNet TA 1k JAL K1 ANTH MATT 1 85241175
AM PushButton 1g (shutter,  memory and pa 1 85241177
HBNet TA 1k JAL K1 P-W GLÄ 1 85241179

Data is subject to errors and technical modifications. Prices are trade price, exclusive of VAT. Date: 29.11.2019 Path: Wiring
accessories European Standards > Berker K.1 / K.5 > Conventional electronic application module
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